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PARTS LIST

ITEM DWG/PART NUMBER NOMENCLATURE OR DESCRIPTION MATERIAL / SPEC QTY
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2ND COLLIMATOR ASSEMBLY
TUNGSTEN INSERT

SEE NOTE #4

.1 [2.5]

.01 [0.25]

.005 [0.13]

0°30’

125
FUHRMANN 1/16/96

1:1

D1 1

J. BARRAZA 1/31/96

BARRAZA/FUHRMANN

J. BARRAZA 1/31/96

D. SHU 1/31/96

T.M. KUZAY 1/31/96

.03 X 45° CHAMFER

[-A-]

2.63 [66.93]

[o,.005,A,B]

[o,.015,A,B][o,.015,A,B]

[o,.015,A,B]

.12 X 45° CHAMFER

[-B-]

5.28 [134.10]

0.504 [12.80]  0.000 [0.00]
+0.010 [0.25]

R0.06 [1.59]

Ø3.375 [85.72]

90°

[-C-]

.252 [6.40]

.251 [6.38]Ø HOLE THRU

C’BORE Ø.406 .22 DEEP

4.77 [121.14]

3X Ø.281 HOLE THRU
C’BORE Ø.406 .27 DEEP

[o,d.005,A,B,C]

[o,d.010,B,C]

NOTES:

3. DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS.

R0.03 [0.76]
MAX.

2.63 [66.93]1.57 [40.00]

 1. WHEN MACHINING VACUUM PARTS, USE OF
   SILICONE AND SULPHUR-BASED CUTTING FLUIDS

    IS PROHIBITED. USE ONE OF THE FOLLOWING:
    A) CIMCOOL 5 STAR 49

    B) TRIM SOL

2. KEEP THE ASSEMBLY CLEAN, AND WRAP FOR UHV

PACKING WITH ALUMINUM FOIL.

 4. TUNGSTEN ALLOY OF 95% OR MORE WITH
REMAINDER OF NICKLE AND IRON MIL-T-21014D,
CLASS 3, UHV GRADE.

3.825 [97.15] -0.005 [0.13]
 0.000 [0.00]


